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Abstrak 

Struktur gedung hotel yang direncanakan ini terletak di kota Padang dengan struktur 

beton bertulang 7 lantai dengan luas bangunan 1872,72 m
2
. Padang merupakan kota 

yang sedang berkembang menjadi pusat perekonomian dan pariwisata. Ketentuan 

perencanaan beban gempa berdasarkan SNI 1726:2012, perencanaan struktur beton 

bertulang berdasarkan SNI 2847:2013. Gedung ini direncanakan dengan pemodelan 

struktur 3D, sistem struktur yang digunakan sistem rangka pemikul momen khusus 

(SRPM-K). Analisa gaya gempa dengan statik ekivalen dengan gaya geser dasar 

seismic arah-X (Vx) sebesar 353,77 kN dan arah-Y (Vy) sebesar 172,29 kN, kategori 

resiko II, kondisi tanah lunak (SE), percepatan respons spektral perioda pendek Ss 

sebesar 0,707g dan spektral percepatan perioda panjang S1 sebesar 0,397g. Analisa 

gempa yang digunakan adalah analisa dinamik tipe respon spektrum. Mutu beton  

yang digunakan lebih besar dari fc’ 30 MPa dan baja ulir fy 420 MPa. Konsep strong 

column weak beam (ΣMnc >1,2 ΣMnb) terpenuhi dengan ΣMnc sebesar 1504,02 

KN-m dan ΣMnb sebesar 973,86 KN-m. Serta desain tulangan geser berdasarkan 

probable moment capacities (Mpr) dengan menaikan harga tegangan lentur mencapai 

1,25 fy. Untuk struktur bawah direncanakan pondasi tiang pancang kelompok 

sedalam 43 m dengan daya dukung vertikal tiang sebesar 613,08 ton. 
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Abstract 

 

The planned hotel building structure is located in the city of Padang with a 7-story 

reinforced concrete structure with a building area of 1872.72 m2. Padang is a city 

that is developing into an economic and tourism center. The provisions on 

earthquake load planning are based on SNI 1726: 2012, planning of reinforced 

concrete structures based on SNI 2847: 2013. This building is planned with 3D 

structure modeling, the structural system used by the special moment bearing frame 

system (SRPM-K). Analysis of seismic force with static equivalent to X-direction 

seismic (Vx) base shear force of 353.77 kN and Y-direction (Vy) of 172.29 kN, risk 

category II, soft soil conditions (SE), acceleration of the period spectral response 

short Ss of 0.707 g and spectral acceleration of the S1 long period of 0.397 g. 

Earthquake analysis used is a dynamic analysis of the type of spectrum response. The 

quality of concrete used is greater than fc '30 MPa and steel screw fy 420 MPa. The 

concept of strong column weak beam (ΣMnc> 1.2 ΣMnb) is fulfilled with ΣMnc of 

1504.02 KN-m and ΣMnb of 973.86 KN-m. And the design of shear reinforcement 

based on probable moment capacities (Mpr) by raising the price of the flexural stress 

to 1.25 fy. For the lower structure, a 43 m deep pile foundation is planned with a 

vertical carrying capacity of 613.08 tons 
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