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Abstrak 

 

Banyak bisnis bengkel bubut yang bergerak dibidang otomotif menghasilkan limbah 

logam atau besi dari mesin yang diperbaiki sehingga menghasilkan limbah serpihan 

logam atau besi yang halus. Limbah tersebut dibuang begitu saja tanpa ada 

pemanfaatannya. Dari hasil visual limbah ini memiliki kemiripan dengan agregat 

halus dan juga memiliki ukuran gradasi yang sama secara garis besar dengan pasir 

pada pengisi beton. Oleh karna itu serbuk besi ini dapat digunakan sebagai campuran 

beton untuk menambah daya kuat tekan beton dengan rasio tertentu. Tujuan dari 

penelitian ini untuk mengetahui perubahan yang terjadi pada penambahan serbuk 

besi terhadap nilai kuat tekan beton. 

 

Metode yang digunakan dalam penelitian ini adalah dengan mengganti agregat halus 

dengan serbuk besi sebesar, 1%, 2%, 3%, dan 4% dari berat agregat halus serta 

ditambahkan dengan sika viscocrete 1003 sebanyak 0,5 % dari berat semen. Sampel 

beton yang dibuat pada penelitian ini sebanyak 45 buah silinder dengan variasi hari 7 

, 14 dan 28 hari . 

 

Hasil penelitian yang diperoleh :Nilai optimum Kuat  tekan pada beton dengan 

penambahan serbuk besi dan sika viscocret terjadi pada variasi 2% dengan nilai kuat 

tekan beton 34.374 MPa, sedangkan untuk nilai kuat tekan beton normal 24.978 

MPa. Hal ini dipengaruhi oleh kemampuan alir beton yang tinggi sehingga dapat 

mengurangi jumlah rongga dalam beton dan membuat beton lebih padat, dan kuat 

tekan beton yang dihasilkan lebih tinggi.Dan juga kuat tekan yang dihasilkan pada 

campuran serbuk besi 1 % dan 3% dan 0.5 sika viscocrete 1003 lebih tinggi dibandingkan 

dengan kuat tekan beton normal, dengan nilai masing-masing kuat tekan 31.994 MPa dan 
30.886 .Hal  ini merupakan fungsi dari sika viscocrete sebagai bahan aditif yang pada 

umumnya digunakan pada beton mutu tinggi yang mempengaruhi kuat tekan beton. Dan 

terjadi penurunan nilai kuat tekan pada persentase 4% serbuk besi dan 0.5 sika viscocrete 

1003 yakni 23.381 Mpa.Hal ini disebabkan terlalu banyak serbuk besi maka berkurang daya 
serap air pada beton sehingga mengakibatkan daya ikat pada beton tidak sempurna . 

 

Kata Kunci :Serbuk besi, Sika viscocrete 1003, Agregat Halus, Beton Normal 
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Abstract 
Many lathe workshop businesses engaged in the automotive sector produce metal or 

iron waste from repaired machines, resulting in fine metal or iron waste. The waste is 

just thrown away without any use. From the visual results, this waste has similarities 

with fine aggregate and also has the same gradation size broadly as the sand in the 

concrete filler.Therefore,this iron powder can be used as a concrete mixture to 

increase the compressive strength of concrete with a certain ratio.The purpose of this 

study was to determine the changes that occur in the addition of iron powder to the 

value of the compressive strength of concrete. 

The method used in this research is to replace the fine aggregate with iron powder of, 

1%, 2%, 3%, and 4% of the weight of the fine aggregate and added with sika 

viscocrete 1003 as much as 0.5% of the weight of cement.The concrete samples 

made in this study were 45 cylinders with a variation of 7, 14 and 28 days. 

 

The research results obtained:The optimum value of compressive strength in 

concrete with the addition of iron powder and viscocrete sika occurs at a variation of 

2% with a concrete compressive strength value of 34,374 MPa,while for normal 

concrete compressive strength value is 24,978 MPa.This is influenced by the high 

flowability of concrete so that it can reduce the number of cavities in the concrete 

and make the concrete denser, and the resulting concrete compressive strength is 

higher.And also the compressive strength produced in a mixture of 1% and 3% iron 

powder and 0.5 sika viscocrete is 1003 higher than the compressive strength of 

normal concrete, with compressive strength values of 31,994 MPa and 30,886, 

respectively.This is a function of sika viscocrete as an additive which is generally 

used in high strength concrete which affects the compressive strength of the 

concrete.And there was a decrease in the compressive strength value at the 

percentage of 4% iron powder and 0.5 sika viscocrete 1003 namely 23,381 MPa,This 

is because too much iron powder reduces the water absorption capacity of the 

concrete, resulting in imperfect binding capacity of the concrete. 
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