
PENGARUH PEMAKAIAN ABU AMPAS TEBU SEBAGAI 

FILLER SEMEN PADA BETON DENGAN MUTU Fc’ 25 MPa 

Sepridalni, Taufik
1
, Mufti Warman Hasan

2 

Program Studi Teknik Sipil, Fakultas Teknik Sipil dan Perencanaan 

E-mail: , sepri.dalmi@gmail.com,.taufikfik88@rocketmail.com 

muftiwarmanhasan@bunghatta.ac.id 
 

Abstrak 

 

Pada penelitian ini untuk campuran beton selain dari semen, agregat  halus, agregat 

kasar, air dan dilakukan pegisian abu ampas tebu (Bagasse Ash), yaitu limbah 

pembakaran ampas tebu dimana memiliki  unsur yang bermanfaat untuk peningkatan 

mutu beton, mempunyai sifat pozzolan dan mengandung silika yang sangat 

menonjol, bila unsur ini dicampur dengan semen akan menghasilkan kekuatan yang 

lebih tinggi. Pozzolan adalah bahan yang mengandung senyawa silika dan alumina, 

yang tidak mempunyai sifat semen, akan tetapi dalam bentuk halusnya dan dengan 

adanya air dapat menjadi suatu massa padat yang tidak larut dalam air 

(Tjokrodimuljo, 1996). Tujuan dari penelitian ini yaitu Menjelaskan secara garis 

besar fungsi abu ampas tebu sebagai bahan campuran dalam konstruksi bangunan. 

Melakukan pengujian kuat tekan pada beton normal dan beton campuran abu ampas 

tebu.  

 

Metode yang digunakan dalam penelitian ini ini adalah dengan mencampur abu 

ampas tebu terhadap semen sebesar 2,5%, 5%, 7,5%, 10%. Sampel beton yang dibuat 

pada penelitian ini sebanyak 45 buah silinder. 

 

Hasil penelitian yang diperoleh : Nilai optimum kuat tekan pada beton dengan 

pengganti sebagian abu ampas tebu  terjadi pada variasi 2,5% dan menurun kembali 

pada variasi  5% dan 7,5%. Nilai optimum kuat tekan beton terjadi pada variasi 

2,5% yaitu sebesar 30,597 MPa dengan nilai kuat tekan beton normal 24.978 MPa.  

 
Kata Kunci : Abu ampas tebu, Superplasticizer, Beton Normal 
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Abstract  

 

In this study, for a concrete mixture other than cement, fine aggregate, coarse 

aggregate, water and bagasse ash, which is bagasse ash burning waste which has 

elements that are useful for improving the quality of concrete, has pozzolanic 

properties and contains silica which very prominent, when this element is mixed with 

cement it will produce a higher strength. Pozzolan is a material containing silica and 

alumina compounds, which do not have the properties of cement, but in its fine form 

and in the presence of water it can become a solid mass that is insoluble in water 

(Tjokrodimuljo, 1996). The purpose of this study is to outline the function of bagasse 

ash as a mixture in building construction. Perform a compressive strength test on 

normal concrete and bagasse ash mixture concrete. 

The method used in this study was to mix bagasse ash with cement at 2.5%, 5%, 

7.5%, 10%. The concrete samples made in this study were 45 cylinders. 

The results obtained: The optimum value of compressive strength in concrete with 

partial replacement of bagasse ash occurs at a variation of 2.5% and decreases again 

at a variation of 5% and 7.5%. The optimum value of the compressive strength of 

concrete occurs at a variation of 2.5%, which is 30.597 MPa with a normal concrete 

compressive strength value of 24.978 Mpa 
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