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Abstrak 

 

 

Banjir sebagai akibat dari meluapnya atau meningkatnya debit sungai telah banyak 

menimbulkan kerusakan, baik dari kerusakan lingkungan alami maupun lingkungan buatan. 

Jika dilihat langsung ke lapangan, terlihat penyebab utama terjadi banjir di Batang lampasi  

ini adalah banyaknya sedimen yang menumpuk sehingga terjadi pendangkalan pada dasar 

sungai,dan berkurangnya basah sungai yang menampung aliran debit,yang mengakibatkan 

peluapan pada kiri dan kanan sungai.  Data perencanaan yang digunakan adalah curah hujan 

12 tahun dari tahun 2007-2018 dari tiga stasiun yaitu Suliki,Canduang,Tanjung Pati.Untuk 

menghitung curah hujan rencana tahunan digunakan Metode Distribusi Normal,Distribusi 

Gumbel,Distribusi Log Normal dan Metode Distribusi Log Person Tipe III, Dari perhitungan  

curah hujan dipakai metode Distribusi Log Person Tipe III .  Berdasarkan hasil dari uji Chi 

Kuadrat dan uji smirnov kolmogorof didapat metode Distribusi Log Person Tipe III. Metode 

yang digunakan dalam menganalisa debit rencana adalah metode Melchior, Mononobe dan 

Metode Hasper, Debit rencana periode ulang 25 tahun menggunakan metode Mononobe 

sebesar 168,91 m3/dtk lebih besar dari debit exsisting Qexsisting 113,84 m3/dt.Perencanaan 

normalisasi sungai direncanakan penampang sungai berbentuk trapesium dengan lebar(b) : 30 

m dan tinggi (h):2,7 m. Kontruksi perkuatan tebing memakai beton bertulang dan pasangan 

batu kali  didapat nilai keamananguling4,85> 1,5 dannilai keamanan terhadap geser didapat 

1,83> 1,5 
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Abstrak 

 

 

Floods as a result of overflowing or increasing river discharge have caused a lot of damage, 

both from damage to the natural environment and the artificial environment. When viewed 

directly in the field, it can be seen that the main cause of flooding in Batang Lampasi is the 

large amount of sediment that has accumulated so that there is silting on the riverbed, and the 

decrease in river wetness which accommodates the flow of discharge, which results in 

overflow on the left and right of the river. The planning data used were 12 years of rainfall 

from 2007-2018 from three stations, namely Suliki, Canduang, Tanjung Pati. To calculate the 

annual plan rainfall used the Normal Distribution Method, Gumbel Distribution, Normal Log 

Distribution and Log Person Distribution Method Type III. From the calculation of rainfall, 

the Log Person Distribution Type III method is used. Based on the results of the Chi Square 

test and Kolmogorof Smirnov test, the Log Person Type III distribution method is obtained. 

Based on the results of the Chi Square test and Kolmogorof Smirnov test, the Log Person 

Type III distribution method is obtained. The method used in analyzing the planned discharge 

is the Melchior, Mononobe and Hasper method, the planned discharge of the 25 year return 

period using the Mononobe method is 168.91 m3 / s greater than the existing discharge 

Qexsisting 113.84 m3 / s. River normalization planning is planned cross-section trapezoid-

shaped river with width (b): 30 m and height (h): 2.7 m. For the construction of cliff 

reinforcement using reinforced concrete and stone masonry, the value of silting safety is 

4.85> 1.5 and the safety value against shear is 1.83> 1.5. 
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