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Abstrak   

 

Kota Bengkulu sekarang ini sangat ramai dengan wisata dengan indahnya daerah pantai dan 

kota Bengkulu merupakan lokasi rawan gempa. Gedung yang berfungsi sebagai perhotelan ini 

direncanakan di kota Bengkulu. Material gedung yaitu struktur beton bertulang, 6 lantai dengan 

lebar bangunan 12.5 m, panjang bangunan 35 m dan tinggi 21 m. Ketentuan perencanaan 

pembebanan berdasarkan PPIG 1983, perencanaan beban gempa berdasarkan SNI 1726:2012, 

perencanaan struktur beton bertulang berdasarkan SNI 2847:2013. Gedung perhotelan ini 

direncanakan dengan pemodelan 3D, sistem struktur dengan sistem rangka pemikul momen 

khusus (SRPMK). Analisis gaya gempa dengan Respon Spectrum dengan nilai gaya geser 

dasar seismic arah-x (Vx) sebesar 1697,889 kN dan arah-y (Vy) sebesar 1697,889 kN. 

Ketentuan-ketentuan bangunan aman gempa sesuai dengan sistem rangka pemikul momen 

khusus (SRPMK) pada perencanaan ini sudah terpenuhi diantaranya, mutu beton minimum fc’ 

30 MPa, baja dengan tulangan ulir minimum fy 400 Mpa. Konsep strong column weak beam 

dengan (ΣMnc > 1,2 ΣMnb) terpenuhi, serta desain tulangan geser berdasarkan probable 

moment capacities (Mpr) dengan menaikan harga tegangan tulangan lentur mencapai 1,25 fy. 

Untuk struktur bawah direncanakan dengan pondasi tiang pancang kelompok dengan 

kedalaman 30 m.  
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Abstract 

 

Bengkulu city is crowded by tourism activities which has beautiful coastal areas meanwhile 

Bengkulu city is susceptible toward earthquake. This building is planned to be a hotel in 

Bengkulu city. The material that was being planned is reinforced concrete for 6-story building 

with structural width at 12.5m, length at 35m, and height at 21m. Loading system used is based 

on PPIG 1983, earthquake load design is based on SNI 1726:2012 and reinforced concrete 

structural design is based on SNI 2847:2013. This hotel building is modelled in 3D, with 

specific moment-bearing frame system (SRPMK). Earthquake load analysis is done using 

specral response with base seismic shear in X axis (Vx) at 1697.889 kN and in Y axis (Vy) at 

1697,889 kN. The regulation for earthquake-resistant building is based on specific moment-

bearing frame system (SRPMK) which is fulfilled such as minimum concrete compression 

strength at fc’ 30 MPa and deformed steel with minimum yield stress fy at 400 MPa. The 

requirement of strong column weak beam (ΣMnc > 1,2 ΣMnb) is fulfilled including shear bar 

design that based on probable moment capacities (Mpr) by increasing the value of flexture bar 

stress up to 1,25 fy. For lower structure, groups of pile foundation is used with the depth at 

30m. 
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