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Abstract 

The increased growth of the Sungai Penuh road traffic to West Sumatra road boundaryis 
very much taken into account because this road connects Jambi Province to West 
Sumatra Province, to facilitate and ease the relations between provinces. In the 
geometric road planning, this paper refers to the Geometric Planning Procedure for 
Inter-City Roads in 1997 issued by the Public Works Department of the Directorate
General of Highways. The type of road from Sungai Penuh - West Sumatra Boundary

was a collector road with class IIIA road specifications, pavement width 2x3.5 m, with a 
design speed 30-60 km. Then, the road under review was 9 km planned for 88 bends (87 
bends Full Circle, 1 curve of Spiral - Circle - Spiral). Next, there were 74 PVIs. The 

pavement for Sungai Penuh - West Sumatra Boundary used the flexible pavement based 

on the existing LHR volume including: Wearing Course = 4 cm, Binder Course 6 cm, 

and Base Course = 8 cm, for the overlay on the existing Wearing Course road = 4 cm. 

The drainage used was a square cross section which (h) was 0.75m; (b) was 0.6m. 
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Abstrak 

Peningkatan pertumbuhan lalu-lintas kendaraan Ruas jalan Sungai Penulh Batas 
Sumatera Barat sangat diperhitungkan, dikarenakan jalan ini merupakan jalan yang 
menghubungkan Provinsi Jambi dengan Provinsi Sumatera Barat, untuk memperlancar 
dan mempermudah hubungan antar wilayah Provinsi, Dalam perencanaan geometrik 
jalan raya pada penulisan ini mengacu pada Tata Cara Perencanaan Geometrik Jalan 
Antar Kota Tahun 1997 yang dikeluarkan oleh Departemen Pekerjaan Umum Direktorat 
Jenderal Bina Marga. Jenis jalan dari Sungai Penuh - Batas Provinsi Sumatera Barat 

merupakan jalan kolektor dengan spesifikasi jalan kelas IllA, Iebar perkerasan 2x3,5 m, 
dengan kecepatan rencana 30-60 Km , jalan yang ditinjau sepanjang 9 km direncanakan 
88 tikungan (87 tikunganFull Circle, I tikungan Spiral Circle Spiral) dan terdapat 74 
PV1, Perkerasan jalan Sungai Penuh Balas Sumatera Barat menggunakan jenis 
perkerasan lentur berdasarkan volume LHR yang ada, antara lain: Wearing Course= 4 
cm, Binder Course = 6 cm, dan Base Course - 8 cm, untuk lapis tambah di existing jalan 

Wearing Course= 4 cm, drainase yang dipakai menggunakan tipe penampang persegi 
dimana (h) adalah 0,75m (b) adalah 0,6m. 

Kata kunci: geometrik, perkerasan lentur, overlay, Alinyemen, drainase jalan. 
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