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Abstrak 
 
 
 
Kabupaten Tanah Datar Provinsi Sumatera Barat merupakan salah satu daerah yang berpotensial 
untuk meningkatkan ketahanan pangan. Mengingat daerah ini merupakan daerah pemukiman 
maka perlu ditunjang dengan peningkatan pertumbuhan ekonomi petani dan optimalisasi 
pemanfaatan  sumber  daya  air.  Salah  satu  realisasi  dari  kepedulian pemerintah yaitu  berupa 
layanan daerah irigasi Batang Sumpur. Bendung Batang Sumpur yang sebelumnya berbentuk 
bronjong yang direncanakan menjadi bendung tetap dengan menggunakan mercu tipe bulat dan 
peredam energi tipe bak tenggelam karena kondisi daerah irigasi yang materialnya berupa 
bebatuan alam. Pada perencanaan bendung Batang Sumpur ini dilakukan perhitungan analisa 
hidrologi, perhitungan hidrolis bendung, dan perhitungan stabilitas bendung. Untuk data-data 
yang diperlukan antara lain peta topografi skala 1:50.000 dan data curah hujan selama 10 tahun 
pengamatan, bendung ini direncanakan untuk umur rencana 100 tahun. Dari hasil perhitungan 
didapat : luas catchment area seluas 114,54 Km2 , debit 50 tahun (Q100) 386,89 m3/dtk, lebar 
bendung 32,4 m, tinggi mercu bendung 2,6 m, dan tinggi energi (H1) 3,1 m. Sehingga dapat 
mengairi areal pertanian seluas 585 Ha. Pada perhitungan stabilitas bendung dalam keadaan air 
normal didapat angka keamanan terhadap guling 2,44 dan geser 1,57. Pada saat air keadaan 
banjir didapat angka keamanan terhadap guling 2,064 dan geser 1,505. Untuk tegangan tanah 
yang terjadi pada tubuh bendung tidak melebihi dari tegangan tanah yang diizinkan yaitu sebesar 
69,85 ton/m². Maka didapat konstruksi bendung stabil. 
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Abstract 
 
Tanah Datar Regency of West Sumatra Province is one of the areas that has the potential to 
improve food security. Since this area is a residential area, it needs to be supported by increased 
economic  growth  of  farmers  and  optimization  of  water  resource  utilization.  One  of  the 
realizations of government concern is in the form of batang sumpur irrigation area service. 
Bendung Batang Sumpur which was previously in the shape of bronjong which is planned to be a 
permanent dam by using a round type of mercu and energy silencer type sinking due to the 
condition of irrigation areas whose material is in the form of natural rocks. In the planning of 
batang sumpur bendung is done hydrological analysis, calculation of hydrolysis bendung, and 
calculation of stability of the bendung. For the necessary data such as a 1:50,000 scale 
topographic map and rainfall data for 10 years of observation, this hood is planned for the life of 
the  100-year  plan.  From  the  calculation  results  obtained:  catchment  area  of  114.54  Km2, 
discharge 50 years (Q100) 386.89 m3/s, bendung width 32.4 m, height of mercu bendung 2.6 m, 
and energy height (H1) 3.1 m. So that it can irrigate the agricultural area of 585 ha. On the 
calculation of the stability of the hood in normal water conditions get the safety figure against the 
roll 2.44 and slide 1.57. At the time of the flood water there was a safety figure of 2,064 and a 
slide of 1,505. For soil voltage that occurs on the body of the hood does not exceed the permitted 
soil voltage of 69.85 tons / m². Then there is the construction of stable hoods. 
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