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Abstrak   

 

Padang merupakan Kota yang sedang berkembang, pembangunan gedung-gedung bertingkat 

sudah menjadi suatu prioritas. Gedung yang berfungsi sebagai perhotelan ini direncanakan di 

Kota Padang. Material gedung yaitu struktur beton bertulang, 11 lantai dengan luas bangunan 

4966 m2 dan tinggi 38 m. dimana untuk bangunan high rise building yang di desain terhadap 

ketahanan gempa perlu adanya penentuan kelas situs bangunan, kontrol terhadap base shear, 

sistem rangka, partisipasi massa, dan defleksi bangunan yang sesuai dengan peraturan SNI 

1726-2019 mengenai Tata Cara Perencanaan Ketahanan Gempa untuk Struktur Bangunan 

Gedung dan Non-Gedung. Peraturan lainnya yang digunakan yaitu peraturan SNI 1727-2013 

mengenai Beban Minimum untuk Perencanaan Bangunan Gedung dan Struktur Lain, peraturan 

SNI 2847-2019 mengenai Peryaratan Beton Struktural untuk Bangunan Gedung.Bangunan ini 

juga di desain menggunakan Pondasi Tiang Pancang yang memikul beban struktur yang ada 

diatasnya menggunakan pedoman yaitu Analisis dan desain pondasi (Joseph E.Bowles) Jilid 2, 

dan menghitung rencana anggaran biaya digunakan pedoman yaitu Analisis Harga Satuan 

Pekerjaan (AHSP) Bidang Cipta Karya. Dengan digunakannya peraturan-peraturan tersebut, 

diharapkan bangunan yang didesain sudah aman dan layak terhadap kekuatan dan efektifitas 

material. Digunakan sisem struktur dual system, yaitu gabungan Struktur Rangka Pemikul 

Momen Khusus dan penggunaan Dinding Geser Khusus. Untuk mengoptimalkan fungsi dari 

dual system ini diatur bahwa Rangka Pemikul Momen harus mampu mengaku minimal 25%. 

Gaya geser desain yang terjadi pada bangunan untuk masing-masing kombinasi pembebanan. 

Pada perencanaan gedung hotel santika ini didapatkan dimensi struktur atas, yaitu (40 cm x 60 

cm) untuk balok induk dan (50 cm x 80 cm) untuk balok induk, (20 cm x 40 cm) untuk balok 

anak, 150 cm x 130 cm untuk dimensi kolom lantai paling bawah, 35 cm untuk ketebalan shear 

wall, dan 150 cm untuk ketebalan pelat, serta struktur bawah pondasi tiang pancang digunakan 

tiang pancang lingkaran dengan diameter 50 cm serta didapat hasil rencana anggaran biaya 

dalam pembangunan hotel santika premiere Rp.83.772.600.000,00 
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Abstract 

 

Padang is a developing city, the construction of high-rise buildings has become a priority. The 

building that functions as a hotel is planned in the city of Padang. The building material is 

reinforced concrete structure, 11 floors with a building area of 4966 m2 and a height of 38 m. 

where for high rise buildings designed for earthquake resistance, it is necessary to determine 

the class of the building site, control of base shear, frame system, mass participation, and 

building deflection in accordance with ISO 1726-2019 regulations regarding Earthquake 

Resistance Planning Procedures for Building Structures Building and Non-Building. Other 

regulations used are ISO 1727-2013 regulations regarding Minimum Load for Planning of 

Buildings and Other Structures, ISO 2847-2019 regulations regarding Structural Concrete 

Requirements for Buildings. This building is also designed using a Pile Foundation that carries 

the load of the structures above it.using guidelines, namely the analysis and design of the 

foundation (Joseph E. Bowles) Volume 2, and calculating the budget plan used guidelines, 

namely the Analysis of Work Unit Prices (AHSP) in the Human Settlements Sector. With the 

use of these regulations, it is hoped that the designed buildings are safe and appropriate to the 

strength and effectiveness of the material. A dual system structural system is used, namely a 

combination of a Special Moment Bearer Frame Structure and the use of Special Shear Walls. 

To optimize the function of this dual system, it is stipulated that the Moment Bearer Frame 

must be able to admit at least 25%. The design shear force that occurs in the building for each 

load combination. In the planning of the Santika hotel building, the dimensions of the 

superstructure are obtained, namely (40 cm x 60 cm) for the main beam and (50 cm x 80 cm) 

for the main beam, (20 cm x 40 cm) for the child beam, 150 cm x 130 cm For the dimensions 

of the lowest floor column, 35 cm for the thickness of the shear wall, and 150 cm for the 

thickness of the plate, and the lower structure of the pile foundation is used circular piles with 

a diameter of 50 cm and the results of the budget plan for the construction of the Santika 

Premiere Hotel are Rp. 83,772. 600,000.00 
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