
 
UNIVERSITAS BUNG HATTA 

PERENCANAAN NORMALISASI BATANG SUNGAI LIMAU DI 

KECAMATAN SUNGAI LIMAU KABUPATEN PADANG 

PARIAMAN 

 
Fachri Ramadhan, Bahrul Anif, Mawardi Samah 

Jurusan Teknik Sipil, Fakultas Teknik Sipil dan Perencanaan, Universitas Bung Hatta 

Padang 

E-mail : rfachri29@gmail.com, bahrulanif@bunghatta.ac.id, 

mawardi_samah@yahoo.com 

 

Abstrak 

 

Batang sungai limau berada di Kecamatan Sungai Limau, Kabupaten Padang Pariaman. 

Sungai ini sering meluap dan menggenangi pemukiman penduduk, persawahan dan 

pasar. Selain itu, banjir juga mengakibatkan terjadinya keruntuhan tebing sungai. Upaya 

mengatasi masalah tersebut direncanakan normalisasi dan perkuatan tebing dengan 

tujuan menentukan dimensi penampang dan mengantisipasi keruntuhan tebing. 

Penelitian menggunakan data curah hujan, peta topografi dan profil sungai aktual. 

Selanjutnya ditentukan curah hujan rata-rata menggunakan metoda Distribusi Normal, 

Log Person III dan Gumbel. Uji distrubusi probabilitas menggunakan metoda Chi-

Kuadrat dan Smirnov-Kolmogorov. Curah hujan yang digunakan dalam perhitungan 

debit banjr rencana adalah dengan metoda Distribusi Normal. Perhitungan debit banjir 

rencana menggunakan metoda Hasper, Weduwen dan Rasional. Debit banjir yang 

digunakan dalam perencanaan penampang sungai adalah debit banjir dengan Metoda 

Rasional dengan periode ulang 25 tahun dan debit banjir 170,942 m
3
/dtk. Perencanaan 

penampang sungai berbentuk persegi dengan lebar (b) = 35 m, tinggi (h) = 2,5 m dan 

jagaan (f) = 0,6 m. Perkuatan tebing sungai digunakan turap concreate sheet pile dari 

pabrikan beton Wika CLT dengan concreate sheet pile tipe FPC-220.6S-A.   

Kata kunci : Normalisasi, sungai, debit, perkuatan tebing 
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Abstract 

 

Batang Sungai Limau  is located in Sungai Limau District, Padang Pariaman Regency. This river 

often overflows and inundates residential areas, rice fields and markets. In addition, flooding 

also resulted in river bank collapse. Efforts to overcome these problems are planned for 

normalization and strengthening of the cliffs with the aim of determining the cross-sectional 

dimensions and anticipating cliff collapse. The study used rainfall data, topographic maps and 

actual river profiles. Furthermore, the average rainfall was determined using the Normal 

Distribution method, Log Person III and Gumbel. The probability distribution test uses the Chi-

Square and Smirnov-Kolmogorov methods. The rainfall used in the calculation of the planned 

flood discharge is the Normal Distribution method. The calculation of the planned flood 

discharge uses the Hasper, Weduwen and Rational methods. The flood discharge used in the 

cross-sectional planning of the river is the flood discharge using the Rational Method with a 

return period of 25 years and a flood discharge of 170.942 m3 / s. Planning a rectangular river 

cross section with width (b) = 35 m, height (h) = 2.5 m and guard (f) = 0.6 m. For reinforcement 

of river banks, a concreate sheet pile sheet pile from the concrete manufacturer Wika CLT is 

used with the FPC-220.6S-A type concreate sheet pile. 
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