
 

ABSTRAK 

Proses desain belt conveyor dapat menjadi tugas yang rumit terutama jika Anda 

perlu menganalisis pekerjaan sistem tegangan belt dalam kondisi penambangan 

yang sulit. Tujuan penelitian ini untuk mengetahui perbandingan tegangan antara 

section dari belt conveyor TC-A1 dengan software Helix Delta T6. Belt conveyor 

merupakan salah satu jenis conveyor yang dalam proses kerjanya menggunakan 

belt yang biasa terbuat dari tekstil atau strip steel, belt ini berputar pada drum atau 

pulley, belt conveyor dapat memindahkan barang atau benda kerja yang berupa 

satuan maupun berbentuk curah. Berdasarkan software Helix Delta T6 terdapat 

perbandingan tegangan yang terjadi pada belt. Nilai minimum tegangan yang 

terjadi sebesar 23,54 kN pada running dan starting, pada saat braking nilai 

minimum berbeda antara fully loaded dan empty yaitu sebesar 18,79 kN pada saat 

fully loaded dan 22,94 kN pada empty. Nilai Maximum tegangan yang terjadi 

yaitu 53,63 kN pada running fully loaded, 28,62 kN pada running empty, 75,31 

kN pada starting fully loaded, 64,32 kN pada starting empty, 30,31 kN pada 

braking fully loaded dan 25,60 kN pada braking empty. Nilai Tegangan Efektif 

yang terjadi pada belt sebesar 29,38 kN. 
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ABSTRACT 

 

The belt conveyor design process can be a complex task especially if you need to 

analyze the work of a belt tension system in difficult mining conditions. The 

purpose of this study was to determine the ratio of tension between sections of the 

TC-A1 conveyor belt with the Helix Delta T6 software. Belt conveyor is one type 

of conveyor that in its work process uses a belt that is usually made of textiles or 

strip steel, this belt rotates on a drum or pulley, the conveyor belt can move goods 

or workpieces in either unit or bulk form. Based on the Helix Delta T6 software, 

there is a comparison of the tension that occur in the belt. The minimum value of 

tension that occurs is 23.54 kN when running and starting, when braking, the 

minimum value is different between fully loaded and empty, which is 18.79 kN 

when fully loaded and 22.94 kN on empty. Maximum values of tension that occur 

are 53.63 kN when running fully loaded, 28.62 kN on running empty, 75.31 kN 

on starting fully loaded, 64.32 kN on starting empty, 30.31 kN on braking fully 

loaded and 25.60 kN on braking empty. The value of the Effective Tension that 

occurs on the belt is 29.38 kN. 
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